SLOPE =5%
SEE STD. PLAN FOR
TYPE 'A' CURB & GUTTER

VARIABLE 0'-4'\

VARIABLE 0'-4'

4" CSTC

#
f

MIN. 4" ASPHALT CONCRETE PVM'T, H.M.A.
(TO BE PLACED IN TWO (2) 2" LIFTS"

12" CSBC SUBGRADE COMPACTED
TO 95% MAX. DENSITY —

NON-WOVEN GEOTEXTILE FABRIC FOR SEPARATION,
6 0Z./SQ. YD. MIN. PER WSDOT STD. SPEC.—

MIN. 2" CSTC—

NOTE:

5' SIDEWALK WITH MINIMUM 4" THICK (DRIVEWAY SECTIONS: 6" IN RESIDENTIAL, 8" IN

4" CSTC

—MIN. 6" OF CL-4000 CEMENT CONCRETE
14 DAY 6 SACK MIX DESIGN

—MIN. 2" CSTC

—6" CSBC SUBGRADE COMPACTED
TO 95% MAX. DENSITY

— NON-WOVEN GEOTEXTILE FABRIC FOR SEPARATION,

6 OZ./SQ. YD. MIN. PER WSDOT STD. SPEC.

COMMERCIAL) SEE STANDARD PLAN FOR SIDEWALK CONSTRUCTION
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STANDARD PLAN:
ST - 080

ities Working Together
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CITY ENGINEER APPROVAL:
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